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Axeda Supervisor is an application generator.  This means that all the control and monitoring 
facilities are already built into the system, and only the project definitions need to be provided by 
the application engineer.  Minimal computer or programming skills are required. 
 
Axeda Supervisor enables you to integrate your application with your Internet/Intranet network, 
promoting real-time Supervisory and Control using real-time graphics and event-driven 
information updates from any computing platform.  It combines the benefits of SCADA, Java, 
HTML and Internet. 
 
Wizcon applications can be accessed and used without requiring platform-specific software, client 
software installation, or plug-ins. The production floor can be safely monitored and controlled 
through a standard Web browser. You can also view both factory data and corporate information 
through a common interface, from any desktop or laptop. 
 
 
Axeda Supervisor has the following components: 
� Wizcon 9.0 which takes advantage of the powerful, pre-emptive, multi-tasking capabilities of 

the Windows XP Pro/2000/2003/NT operating systems and a built-in event-driven mechanism 
to achieve utmost performance and data integrity.  It also uses its interface mechanisms to 
implement clear and efficient visualization of its components. 

� WebScheduler 3.0 the new generation Internet based Scheduler enables you to create daily 
or weekly task orientated schedules remotely.  Accessed through an Internet browser or by 
clicking on an icon, the Scheduler is extremely user friendly, efficient and economical. 
Being both task and time orientated the Scheduler can be used to create unlimited tasks, 
actions and states.  Tasks can be modified, enabled/disabled and have many states such as 
On/Off attached to them.  An unlimited number of actions, which are basic operations, can be 
attached to each task. Version 3.0 allows you to schedule tasks for all connected BACnet 
devices 

� WizPLC 3.0 which communicates with control equipment in the field such as Programmable 
Logic Controllers (PLCs), measuring instruments, and other devices. As the equipment is 
monitored and data is recorded WizPLC responds according to system logic requirements or 
operator requests. 
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Below you will find a list of some of the new or improved features included in Wizcon 9.0. 
 
 
� WizPLC 3.0 
� OPC HDA Server 
� New BACnet driver and configuration tools 
� Tag Generator 
� Web improvements 
� User interface improvements 
� Application Migration Tools 
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� As part of the Automation Alliance, Wizcon 9.0 contains a new version of 
WizPLC, which integrates the CoDeSys SoftLogic PLC development 
environment. 

� Your existing WizPLC projects can be migrated to WizPLC 3.0 using an 
extensive set of conversion tools 
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� As a complement to Axeda Supervisor’s extensive OPC Suite (OPC AE Client, 
DA Client and Server), the OPC HDA Server gives access to Wizcon 9.0 
historical data. The OPC HDA Server is fully compliant with the OPC standard 
2.05 and supports OPC 1 and OPC 2 communication standards. 
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� The Tag Generator is a tool that speeds up application development. It does this by allowing 
you to create Wizcon tags automatically from a connected driver with browsing capabilities. 
You can also use it to convert existing Wizcon dummy tags into PLC tags. The procedure is 
straightforward, allowing you to browse data items in the driver, define a set of mapping rules 
and import the data items directly into Wizcon using drag-and-drop technology. 

� Wizcon 9.0 provides support for Axeda OPC and BACnet drivers; future versions will extend 
this support to other popular drivers.  
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� As a complement to the existing BACnet driver, Wizcon 9.0 adds a new generation of the 
BACnet driver. The new version, VPIWNBCN, comes with a powerful configuration console, 
BACnet.exe. This application gives you the following options: 

o Browse all connected devices, the data objects within and their properties. 
o Time synchronisation. Align the date and time on all devices and the local PC. 
o Convert BACnet alarms into Wizcon 9.0 alarms. Define mapping rules that determine 

how Wizcon will handle alarms coming from the BACnet devices. 
o Convert historical data from BACnet “TrendLog” objects into Wizcon historical data. 
o Configure BACnet networks. Define which networks will be monitored. Do this 

manually or through the use of a Wizcon digital tag. 
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The existing suite of application migration tools has been improved and extended. 
 
� The existing Application Upgrade tool will allow you to benefit from improvements to the Web 

interface. Use this tool when installing new versions of Wizcon or after installing a patch to 
the existing version. 

� Image Calibration tool. Modern graphics cards can distort Wizcon images developed on one 
PC and ported to another. This tool will help you to compensate for these differences 

� Correcting the alignment of dynamic text when upgrading to new versions. Many 
improvements have been made to the display and manipulation of dynamic text in images. 
New applications will benefit automatically from these changes. However, some images 
developed in earlier versions of Wizcon may have errors in the alignment of dynamic text. 
The existing tool to correct these anomalies has been improved and made more user-friendly 
so that you can understand the reasons for the anomalies and correct them. 

 
You can find each of these tools in the Utilities folder or on the shortcut menu. A document 
explaining how these tools work, “Migrating Wizcon Images to Version 9.0.pdf” is also available 
on the same menu. 
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� The performance of the Web interface has been greatly improved for Wizcon 9.0.  
� Stress tests involving 100 browsers connected to the same Wizcon application showed 

excellent response times with no appreciable loss in performance. 
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Before you install the application verify that you have the following: 

� ���� ����

 
� Computer: Pentium III 800 MHz (recommended 2 GHz and up). 
� Memory: 256MB (recommended 512MB). 
� Hard Disk: 500MB minimum free. This is required for both installing the program and for 

developing an application. 
� Monitor Adapter: 8MB (Recommended 32MB) 
� Monitor: Resolution 800X600 or higher 
� Display: VGA, SVGA, or any graphic adaptor that supports the operating system desktop. 

The display should be set at 256 colors or higher and the screen resolution should be set at 
800 x 600 or higher. 

� Mouse: Any PC compatible mouse. 
� Parallel Port: Required for the system's security plug. 
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� Operating System: Microsoft's Windows NT version 4.0 SP6, Windows 2000 SP4, Windows XP 

SP1 or Windows 2003 Server. 
� Correctly configured TCP/IP: IP address can be fixed or provided by a DHCP server, 

except for HotBackup stations which should have a fix IP address set manually. 
� Web server: A web server is required for publishing the application. Axeda recommends MS 

IIS (Internet Information Server) 
� Browser: Microsoft Internet Explorer 6 SP1 (or Higher). 
� Java enabled browser is required with SUN JAVA plug-in version 1.4 (recommended 

1.4.2_03) 
� HTML Editor: Any HTML editor may be used. (Optional)  
 
Note that Wizcon 9.0 supports multi-processor architectures and chipsets using “hyper-threading” 
technology. 
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� Before installing the current version of the product always uninstall the currently installed 

version from your computer. 
� In the rare occurrence that you cannot uninstall Axeda Supervisor from the Control Panel 

“Add/Remove Programs”, uninstall it with help of the file Setup.exe from the location where 
you performed the installation (i.e. from the CD or a local folder). 

� The user guide and online help are in English only (other language versions will be issued 
shortly after the release). 

� Advanced Alarm Management: Backup User option does not function. 



     

Axeda Supervisor                    6 of 6 

� Image:  When a metafile .EMF or .WMF is imported to the Image module text conversion is 
not supported during the file’s conversion.  

� In the rare occurrence that you cannot launch the WebSheduler, you must give write access 
control to the Internet Guest Account “IUSR_<<computer name>>” in the Wizcon application 
folder where the file WebScheduler.mdb is located. 

 
 


